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PROCEDURE 1)	TAPE OFF THE EXTENTS OF THE GLUED SURFACE TO ENSURE NO TAPE OFF THE EXTENTS OF THE GLUED SURFACE TO ENSURE NO GLUE LANDS UP IN UNWANTED AREAS. ADD TAPE TO EDGES OF TRACK. 2)	SCUFF THE BACK EDGE OF THE TRACK TO ENSURE A GOOD SCUFF THE BACK EDGE OF THE TRACK TO ENSURE A GOOD BONDING SURFACE.  3)	CLEAN BONDING SURFACES WITH ACETONE. ENSURE BOTH SURFACES CLEAN BONDING SURFACES WITH ACETONE. ENSURE BOTH SURFACES ARE CLEAN AND DRY. 4)	PLACE  0.9 x 25mm 	LONG Ti WELDING ROD AT 250mm  PLACE  0.9 x 25mm 	LONG Ti WELDING ROD AT 250mm  LONG Ti WELDING ROD AT 250mm  SPACING ALONG THE LENGTH OF THE MAST. SPACERS ARE KEPT IN  PLACE WITH SUPER GLUE 5)	APPLY PLEXUS 425 ADHESIVE TO BOTH BONDING SURFACES APPLY PLEXUS 425 ADHESIVE TO BOTH BONDING SURFACES 3-5mm THICK USING AN ADHESIVE GUN. SMOOTH OVER EVENLY WITH A SPATULA.  6)	PLACE TRACK ON THE MAST, AND PRESS EVENLY OVER THE PLACE TRACK ON THE MAST, AND PRESS EVENLY OVER THE LENGTH. ENSURE AN EVEN OOZE OF GLUE AROUND THE PERIMETER OF THE TRACK. 


	Sheets and Views
	Layout1


